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38 1,50Hex. 5 [0,2]

Hex. 17 [0,67]

Hex. 27 [1,06]

1

2

3

Adjustment
with

Screw

CR000023 CPRR-060-PNNR-VN-S10-N300

Adjustment
with

Handknob

Adjustment
with Screw
Adjustment

with Handknob
CR000024 CPRR-060-PNNR-HN-S10-N100

CPRR-060-PNNR-VN-S10-N100CR000021 Adjustment
with Handknob

Adjustment
with Screw

AT000022

3

2 1

37 bar/turn
(550 psi/turn)

200 bar (2900 psi) 70-350 bar
(1000-5000 psi)

114 bar/turn
(1600 psi/turn)

80 bar (1100 psi)

20-110 bar
(300-1600 psi)

200 bar (2900 psi)

80 bar (1100 psi)

20-110 bar
(300-1600 psi)

70-350 bar
(1000-5000 psi)

114 bar/turn
(1600 psi/turn)

37 bar/turn
(550 psi/turn)

DescriptionQuick
code

ORDERING CODES

150 yearsMTTFd:

CURVES

Cavity:

Max. operating pressure:

Rated flow:

Contamination class to ISO 4406:

0,26 kg

350 bar

Seal kit: 

See technical spec.
 

60 l/min

Weight:

55 - 62 Nm (41 - 46 ft-lb) Installation torque:

NOTES

PRESSURE REDUCING AND RELIEVING

SPECIFICATIONS

Standard
setting

Q=5 l/min (1,3 gpm)
Adjustment 

range

(5000 psi)

(16 gpm)

(0,57 lbs)

Dimensions: mm [inches]

CPRR-060-PNNR-HN-S10-N300CR000022

CPRR-060-PNNR PILOT OPERATED
SPOOL TYPE

Revision C1

Pressure
increase

RA700092

SAE-10-3N

163,2 9,6 12,811,26,40

0 6020 50403010
0

300

0

50

100

250

150

200

gpm

 l/min

ps
iba

r

4300

700

1400

3600

2200

2900

Options

Ordering code:

OPTIONS SEALING CAP
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